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that specified in § 3280.104, the floor
area under such ceilings shall not be
included. Floor area of closets shall not
be included in the gross floor area.

(b) Habitable room means a room or
enclosed floor space arranged for liv-
ing, eating, food preparation, or sleep-
ing purposes not including bathrooms,
foyers, hallways, and other accessory
floor space.

(c) Laundry area means an area con-
taining or designed to contain a laun-
dry tray, clothes washer and/or clothes
dryer.

§ 3280.103 Light and ventilation.
(a) Lighting. Each habitable room

shall be provided with exterior win-
dows and/or doors having a total glazed
area of not less than 8 percent of the
gross floor area.

(1) Kitchens, bathrooms, toilet com-
partments, laundry areas, and utility
rooms may be provided with artificial
light in place of windows.

(2) Rooms and areas may be com-
bined for the purpose of providing the
required natural lighting provided that
at least one half of the common wall
area is open and unobstructed, and the
open area is at least equal to 10 percent
of the combined floor area or 25 square
feet whichever is greater.

(b) Whole house ventilation. Each man-
ufactured home shall be capable of pro-
viding a minimum of 0.35 air changes
per hour continuously or at an equiva-
lent hourly average rate. The following
criteria shall be adhered to.

(1) Natural infiltration and
exfiltration shall be considered as pro-
viding 0.25 air changes per hour.

(2) The remaining ventilation capac-
ity of 0.10 air change per hour or its
hourly average equivalent shall be cal-
culated using 0.035 cubic feet per
minute per square foot of interior floor
space. This ventilation capacity shall
be in addition to any openable window
area.

(3) The remaining ventilation capac-
ity may be provided by: a mechanical
system, or a passive system, or a com-
bination passive and mechanical sys-
tem. The ventilation system or provi-
sions shall not create a positive pres-
sure in Uo value Zones 2 and 3 or a neg-
ative pressure condition in Uo value
Zone 1. Mechanical systems shall be

balanced. Combination passive and me-
chanical systems shall have adequately
sized inlets or exhaust to release any
unbalanced pressure. Passive systems
shall have inlets and exhaust of suffi-
cient size to alleviate unbalance pres-
sure conditions under normal condi-
tions. Temporary imbalances due to
gusting or high winds are permitted.

(4) The ventilation system or provi-
sion shall exchange air directly with
the exterior of the home, except it
shall not draw or expel air with the
space underneath the home. The ven-
tilation system or provision shall not
draw or expel air into the floor, wall,
or ceiling/roof systems even if those
systems are vented.

(5) The ventilation system or a por-
tion thereof may be integral with the
homes heating or cooling system. The
system shall be capable of operating
independently of the heating or cooling
modes. A ventilation system that is in-
tegral with the heating or cooling sys-
tem shall be listed as part of the heat-
ing and cooling system or listed as
suitable for use therewith.

(6) A mechanical ventilation system,
or mechanical portion thereof, shall be
provided with a manual control and
may be provided with automatic timers
or humidistats.

(7) Substantiation of the ventilation
capacity to provide 0.10 ACH shall be
provided for a mechanical system, or a
passive system, or a combination pas-
sive and mechanical system.

(c) Additional ventilation. (1) At least
half of the minimum required glazed
area in paragraph (a) of this section
shall be openable directly to the out-
side of the manufactured home for un-
obstructed ventilation. These same
ventilation requirements apply to
rooms combined in accordance with
§ 3280.103(a)(2).

(2) Kitchens shall be provided with a
mechanical ventilation system that is
capable of exhausting 100 cfm to the
outside of the home. The exhaust fan
shall be located as close as possible to
the range or cook top, but in no case
farther than 10 feet horizontally from
the range or cook top.

(3) Each bathroom and separate toi-
let compartment shall be provided with
a mechanical ventilation system capa-
ble of exhausting 50 cfm to the outside
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of the home. A separate toilet compart-
ment may be provided with 1.5 square
feet of openable glazed area in place of
mechanical ventilation, except in Uo
value Zone 3.

[58 FR 55003, Oct. 25, 1993]

§ 3280.104 Ceiling heights.
(a) Every habitable room and bath-

room shall have a minimum ceiling
height of not less than 7 feet, 0 inches
for a minimum of 50 percent of the
room’s floor area. The remaining area
may have a ceiling with a minimum
height of 5 feet, 0 inches. Minimum
height under dropped ducts, beams, etc.
shall be 6 feet, 4 inches.

(b) Hallways and foyers shall have a
minimum ceiling height of 6 feet, 6
inches.

§ 3280.105 Exit facilities; exterior
doors.

(a) Number and location of exterior
doors. Manufactured homes shall have a
minimum of two exterior doors located
remote from each other.

(1) Required egress doors shall not be
located in rooms where a lockable inte-
rior door must be used in order to exit.

(2) In order for exit doors to be con-
sidered remote from each other, they
must comply with all of the following:

(i) Both of the required doors must
not be in the same room or in a group
of rooms which are not defined by fixed
walls.

(ii) Single wide units. Doors may not
be less than 12 ft. c–c from each other
as measured in any straight line direc-
tion regardless of the length of path of
travel between doors.

(iii) Double wide units. Doors may not
be less than 20 ft. c–c from each other
as measured in any straight line direc-
tion regardless of the length of path of
travel between doors.

(iv) One of the required exit doors
must be accessible from the doorway of
each bedroom without traveling more
than 35 ft.

(b) Door design and construction. (1)
Exterior swinging doors shall be con-
structed in accordance with § 3280.405
the ‘‘Standard for Swinging Exterior
Passage Doors for Use in Manufactured
Homes’’. Exterior sliding glass doors
shall be constructed in accordance with
§ 3280.403 the ‘‘Standard for Windows

and Sliding Glass Doors Used in Manu-
factured Homes’’.

(2) All exterior swinging doors shall
provide a minimum 28 inch wide by 74
inch high clear opening. All exterior
sliding glass doors shall provide a min-
imum 28 inch wide by 72 inch high clear
opening.

(3) Each swinging exterior door other
than screen or storm doors shall have a
key-operated lock that has a
deadlocking latch or a key-operated
dead bolt with a passage latch. Locks
shall not require the use of a key for
operation from the inside.

(4) All exterior doors, including
storm and screen doors, opening out-
ward shall be provided with a safety
door check.

[40 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 50 FR
9269, Mar. 7, 1985]

§ 3280.106 Exit facilities; egress win-
dows and devices.

(a) Every room designed expressly for
sleeping purposes, unless it has an exit
door (see § 3280.105), shall have at least
one outside window or approved exit
device which meets the requirements
of § 3280.404, the ‘‘Standard for Egress
Windows and Devices for Use in Manu-
factured Homes.’’

(b) The bottom of the window open-
ing shall not be more than 36 inches
above the floor.

(c) Locks, latches, operating handles,
tabs, and any other window screen or
storm window devices which need to be
operated in order to permit exiting,
shall not be located in excess of 54
inches from the finished floor.

(d) Integral rolled-in screens shall
not be permitted in an egress window
unless the window is of the hinged-
type.

[49 FR 58752, Dec. 18, 1975. Redesignated at 44
FR 20679, Apr. 6, 1979, as amended at 49 FR
36086, Sept. 14, 1984; 52 FR 4581, Feb. 12, 1987]

§ 3280.107 Interior privacy.
Bathroom and toilet compartment

doors shall be equipped with a privacy
lock.

§ 3280.108 Interior passage.
(a) Interior doors having passage

hardware without a privacy lock, or
with a privacy lock not engaged, shall
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